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Objectives

Á Discuss hazards in the 
workplace associated 
with walking and working 
surfaces.

Á Discuss best practices for 
eliminating or controlling 
hazards associated with 
walking and working 
surfaces in the workplace.



Walking and Working Surfaces
Slips, Trip, Falls

Make up the majority of general industry accidents
Á200,000+ serious (lost -work) injuries

ÁOver 95 million lost -workdays annually

ÁThey account for 36% of emergency room visits and 65% of lost 
workdays.

ÁNearly 700 fatalities a year (46,653 at work + at home)

ÁAccount for 16% of all accidental deaths, second only to motor 
vehicle crashes. 



Top Ten Lists

OSHA / BLS

1. Slip and fall

2. Struck by moving object

3. Struck against stationary objects

4. Overexertion

5. Repetitive motion injuries

6. Electrocution

7. Entanglement

8. Motor vehicle accidents

9. Falls from heights

10. Workplace violence

United Kingdom

1. Slips, trips, falls

2. Falling objects

3. Handling, lifting, carrying

4. Acts of violence

5. Repetitive strain injury

6. Exposure to loud noises

7. Exposure to toxic fumes

8. Burns

9. Vehicle collisions

10. Cuts and lacerations



Recordable by Type

19.4%



Fall Injuries by Type



Center of Gravity

ÁUnderstanding your center of 
gravity is important to avoid 
slips and to keep trips 
becoming a fall.

ÁAll the movements we do 
successfully depend on 
where our personal center of 
gravity is around our bodies.

ÁKeeping your balance means 
keeping your center of 
gravity at its most stable 
point.



Traction

The most basic element of 
prevention for slips and trips 
is keeping your traction or 
grip on the walking surface.
ÁWearing the right footwear

ÁEngineer the surfaces to 
provide good traction

ÁHousekeeping ŭ cleaning up 
spills.



Slips, Trips, Falls

Nearly all slips, trips, falls 
have one or more of these 
factors as a contributing 
factor:
Ásubstandard walking surface

Ásurface contaminants

Ásubstandard footwear

Áwalking style of the person

Slips  
ÁAre a loss of balance caused 

by too little friction between 
your feet and the surface 
you walk or work on.

ÁThe foot loses traction with 
the ground, causing the foot 
to slide uncontrollably. 



Slip Hazards

ÁGrease, oil, water, ice, snow, liquid spills, or polished 
floors

ÁImproper footwear



Slip Hazards



Slip Hazards



Controlling Slip Hazards

ÁKeep walking/working surfaces as 
clean and dry as possible.

ÁMake sure your footwear is as slip 
resistant as possible.

ÁUtilize drainage for wet operations.

ÁClean up or mark and report spills.

ÁRemove ice and snow frequently 
and regularly.

ÁRemember the penguin walk ŭ feet 
slightly spread out, short steps, 
body slightly bent, walk flat -footed 
and arms extended out to your 
side.



Controlling Slip Hazards



Slips, Trips, Falls

Nearly all slips, trips, falls 
have one or more of these 
factors as a contributing 
factor:
Ásubstandard walking surface

Ásurface contaminants

Ásubstandard footwear

Áwalking style of the person

Trips  
ÁOccur whenever your foot 

hits an object and you are 
moving with enough 
momentum to be thrown off 
balance.

ÁThe foot catches on an 
object, causing the person to 
lose their balance.



Trip Hazards

ÁPoor housekeeping

ÁLoose flooring, carpeting, or uneven surfaces

ÁCords, hoses, open draws, or other protruding items



TRIP Hazards



Controlling Trip Hazards

ÁAisles and passageways should be well -lit, clean, and 
marked.

ÁMaterial storage and work -related scraps shouldnŰt create 
trip hazards.

ÁTrip hazards, such as loose flooring, carpeting, uneven 
surfaces, and protrusion hazards, should be repaired or 
reported.

ÁHoses and cables should be routed away from active work 
zones and walkways.



Slips, Trips, Falls

Nearly all slips, trips, falls 
have one or more of these 
factors as a contributing 
factor:
Ásubstandard walking surface

Ásurface contaminants

Ásubstandard footwear

Áwalking style of the person

Falls  
ÁOccur whenever you move 

too far off center of balance.

ÁThe personŰs center of 
gravity shifts, and they lose 
their balance, causing them 
to fall rapidly to the ground 
or a lower level.



Fall Hazards

ÁElevated surfaces ŭ top of tanks, towers, machines, 
platforms, runways, or other elevated surfaces

ÁLower -level surfaces ŭ open pits, tanks, vats, or ditches 



Fall Hazards

Structural collapse
Ástructurally unsound surfaces, and/or

Áexceeding load limits.



Fall Hazards



Controlling Fall Hazards

Tanks, towers, machines, 
and other elevated surfaces:
ÁIt is best to engineer out 

the need to go up in the 
first place.

ÁGuardrails are often used, 
whether temporary 
or permanent.

ÁAs a last resort, use a 
Personal Fall Arrest System 
(PFAS).



Controlling Fall Hazards

Personal Fall Arrest Systems

ÁAnchorages

ÁBody harness

ÁComponents
(connectors like snap hooks or 
D-rings, connection points, 
lanyards, deceleration devices, 
lifelines, etc.) 

Installed, used, and maintained according to the manufacturer.

A B
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Controlling Fall Hazards

Open-sided platforms and 
runways:

ÁUse proper guardrail 
system at all times.

ÁPlatforms and runways 
next to dangerous 
operations require 
standard railings, 
regardless of height.



Controlling Fall Hazards

Structural collapse:

ÁEnsure walking/working 
surfaces are structurally 
sound.

ÁSurfaces must be able to 
support intended/potential 
load, including people, 
equipment, and stored 
materials.

ÁLoad limits must be posted.



29 CFR 1910 Subpart D (Revised Nov -2016)

29 CFR 1910 Subpart D - Walking -Working Surfaces

Á1910.21 - Scope and definitions
Á1910.22 - General requirements
Á1910.23 - Ladders
Á1910.24 - Step bolts and manhole steps
Á1910.25 - Stairways
Á1910.26 - Dockboards
Á1910.27 - Scaffolds and rope descent systems
Á1910.28 - Duty to have fall protection and falling object protection
Á1910.29 - Fall protection systems and falling object protection -criteria
Á1910.30 - Training requirements

Walking-working surfacemeans any horizontal or vertical surface on or through which an 
employee walks, works, or gains access to a work area or workplace location.



Fall Hazards ŭ Ladders 

Basic types of ladders:



Fall Hazards ŭ Ladders 

ÁOne of the leading 
causes of fatalities 
and injuries.

ÁLadder safety

ÁUse the right 
ladder.

ÁUse ladder that is 
free from defects.

ÁUse the ladder 
properly.



Fall Hazards ŭ Ladders 



Fall Hazards ŭ Ladders



Controlling Fall Hazards ŭ Ladders 

Use the right ladder:

ÁUse the right type, 
length, and rating for 
the job. 

ÁNever use the top two 
steps of a step ladder.

ÁObtain a longer ladder if 
needed.



Controlling Fall Hazards ŭ Ladders 

Use the right ladder:

ÁUse the right type, 
length, and rating for 
the job. 

ÁNever use the top two 
steps of a step ladder.

ÁObtain a longer ladder if 
needed.



Controlling Fall Hazards ŭ Ladders

Free from defects

ÁRegardless of ladder type, 
inspect the ladder before 
use.

ÁDo not use the ladder if it 
is bent or there are 
missing parts.

ÁRemove defective ladders 
from service and rendered 
them unusable.



Controlling Fall Hazards ŭ Ladders

Proper use

ÁLadders must be used 
according to the 
manufacturer.

ÁTake the time to read 
the information.

ÁRead and follow all 
informational stickers 
and warning labels.



Controlling Fall Hazards ŭ Ladders
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manufacturer.
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Controlling Fall Hazards ŭ Ladders



Controlling Fall Hazards ŭ Ladders

ÁMaintain proper positioning.

ÁDo not lean away from the 
ladder to carry out your 
task.

ÁAlways keep your weight 
centered between the side 
rails. 

ÁMove the ladder as 
necessary.



Controlling Fall Hazards ŭ Ladders

ÁMaintain proper 
positioning.

ÁDo not lean away from 
the ladder to carry out 
your task.

ÁAlways keep your weight 
centered between the 
side rails. 

ÁMove the ladder as 
necessary.



Controlling Fall Hazards ŭ Ladders

ÁWhen using ladders to 
access another level, 
secure and extend the 
ladder at least 3 feet 
above the landing point.

ÁAngle ladder so the 
horizontal distance of 
bottom is ¼ the working 
length of the ladder.



Controlling Fall Hazards ŭ Ladders

Fixed industrial ladders
ÁMust be equipped with a
ÁPersonal fall arrest system, 

ladder safety system, cage, or 
well (if installed before 
11/19/2018) 

ÁPersonal fall arrest system or 
ladder safety system (if installed 
on/after 11/19/2018)

ÁOn and after 11/18/2036, all
fixed ladders are equipped with 
a personal fall arrest system or 
a ladder safety system .

ÁPFAS or ladder safety system must 
provide protection throughout 
entire vertical distance of ladder

Ladder safety systemmeans a system designed to eliminate or reduce the possibility of falling from a ladder. A ladder safety system usually consistsof a carrier, 
safety sleeve, lanyard, connectors, and body harness. Cages and wells are not ladder safety systems.



Controlling Fall Hazards ŭ Ladders

Ship Stairs
ÁThese are fixed 

ladders with an 
angle of 50 degrees 
to 70 degrees.

ÁThese fixed ladders 
are to be ascended 
and descended 
facing the steps.


